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Parts List:
Color Laser Jet Printers: 20

Laptops: 40

Servers: 4

Work Stations: 60

Data Access
When choosing the main connecters for the network; there is a big difference between choosing the Ethernet
cable over Token Ring. Furthermore FDDI is a new technology, which uses fiber optic cable with a wireless system, thus
transmitting data over radio waves. The most widely employed networking standard for office is Ethernet. The reason
why wireless Ethernet is ideal is due to its efficiency in home networks.
Additionally, Ethernet is the most common network technology because it can be used in any local network
and it can be easily identified by RJ-45 connectors on each of their cables. The RJ-45 connectors are similar to an extrawide telephone jacks. The Ethernet cable characteristics are that its cable is usually blue, yellow or red. The cable is a
little slimmer than a drinking straw, and its length can be up to the maximum range of 328 feet. The Ethernet can carry
up to 10 megabits per second (mbps), which is 10 million bits of information each second; meanwhile fast Ethernet can
carry up to 1000mbps. The data is sent in a package, with in each packet it contains information to define where the
data is to be sent and a checksum that make sure that none of the data in the packet has been garbled or lost during
transmission. Another reason why Ethernet is better than Token Ring is because it supports the transmission control
protocol and internet protocol used by the internet, which is known as TCP/IP.
The major difference between Ethernet and Token Ring is the transmission. In this case, Token Ring is LAN, just
like the Ethernet. However, to transfer information is different. With token ring, the computers will not be able to receive any information until they receive the token. It can be passed around until the computer that is in need of the
information receives it. This can be a major disturbance for someone on the receiving end trying to receive important
information.
In conclusion, the Directioners Corporation has decided to choose Ethernet cable over Token Ring because it
will facilitate passing information or transfer information between our workers. Ethernet will help the company keep
the information safe and secure of hackers, by doing so our corporation will result in being a trustworthy source for our
business and clients.
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